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InsulSafe SP is a fiber glass blowing insulation 

specifically designed for pneumatic applications. 

It can be used for attic or ceiling plenums open blow, 

retrofitting existing wall or floor/ceiling cavities, and 

insulating behind netting or fabric in new construction 

using the Blow-In Blanket® System.

InsulSafe SP offers these benefits:

 • Thermally efficient

 • Excellent sound control

 • Noncombustible

 • Won’t settle

 • Won’t rot or decay

 • Won’t absorb moisture or support fungal growth

 • GREENGUARD® Children & Schools certified

 • Environmentally sustainable

 • Formaldehyde-free

health anD safetY

Working at a construction site always offers the 
potential for accidents. During any installation, you 
should be fully aware of all applicable OSHA and EPA 
regulations and practice sound work habits, not only at 
the site, but while traveling to and from each location.

 In particular, working with blowing machines 
requires additional safety precautions. Here is a brief 
summary of the key points to remember. Of course, if 
your company has stated safety regulations, you should 
be familiar with and follow them as well. Also follow 
the safety precautions provided by your particular 
blowing machine manufacturer.

  1.  Take care when loading bags of insulation and 

other equipment onto your truck. Handle only 

one bag at a time, being sure to always use proper 

lifting techniques.

  2.  When loading the hopper, lift only one bag at a 
time. When opening each bag, always cut away 
from yourself.

  3.  Never overfill the hopper. Spillover material can 
pile up, affecting machine operation and creating 
an unsafe working environment.

  4.  Never put your hands, broom handles or other 
foreign objects into the hopper for any reason 
while the machine is in operation.

  5.  If you drop something into the hopper, 
always turn the machine completely off first. 
Use the machine emergency shut off switches 
to quickly stop the machine and avoid damage 
to the equipment.

  6.  Never adjust the machine with its engine 
running. Turn it completely off first.

  7.  Make sure the engine exhaust is vented to the 
outside of the truck and away from the blower 
air intake.

  8.  Always wear eye protection, a disposable dust 
respirator and ear protection when loading the 
machine, or even when standing nearby.

  9.  Always follow CertainTeed’s recommended safety 
procedures, such as wearing a disposable dust 
respirator, when installing InsulSafe SP. Read the 
section called WARNING on the bag for details.

10.  Clean up periodically during installation so 
that you don’t trip over the materials you’ve laid 
out for the job.
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