The Easi-Lite® Advantage:

- Up to 30% lighter – easy to lift, carry and install which results in faster installation
- For wall and ceilings applications up to 24” (610 mm) o.c.
- Uniform high-strength, sag resistant gypsum core with 100% recycled face and back paper
- Scores and snaps with less dust
- GREENGUARD GOLD Certified
- Solid, strong edge hardness – tapered edges for perfect joints
One Board – Multiple Applications

Lighter weight and sag resistance makes Easi-Lite ideal for ceilings.

Easi-Lite® can be used on walls and ceilings. For ceiling applications when joists/trusses are spaced up to 24” (610 mm) o.c. the board is to be installed perpendicular. The application of water-based texture is permitted.

Sizes and Types Available

| Thickness: | 1/2” (12.7 mm) |
| Weight:    | 1.2 - 1.4 psf (5.9 - 6.8 kg/m²) |
| Widths:    | 4’ (1220 mm) standard |
|           | 54” (1375 mm) |
| Lengths:   | 8’ (2440 mm) to 12’ (3660 mm) |
| Edges:     | Tapered |

Special lengths or edges may be available on special order. Consult your CertainTeed Gypsum sales representative.

Lighter weight • Less strain • Less fatigue

ASK ABOUT ALL OF OUR OTHER CERTAINTEED® PRODUCTS AND SYSTEMS:

ROOFING • SIDING • TRIM • DECKING • RAILING • FENCE
GYPSUM • CEILINGS • INSULATION


© 05-2011 CertainTeed Gypsum. Rev 05-2016
Printed in U.S.A. on recycled paper. CTG-2518/5M