12 GA HANGER WIRE BY OTHERS, NOT BY HUNTER DOUGLAS, TYPICAL

TORSION SPRING

TF04 EDGELINE ONLY WHEN USING STANDOFF BRACKET

48" O.C. SPACING MAXIMUM ALONG TF04 TRIM. SECURE WITH (2) #10 FASTENERS

3/16" REVEAL GAP TO ALLOW FULL DOWNWARD ACCESSIBILITY AT PERIMETER PANELS

DETAIL 3

TORSION SPRING PANEL FACE

FIELD CUT PANEL EDGE

FACTORY EDGE PARTIAL ACCESSIBILITY

EX1 CLIP FASTENED TO CROSS TEE

12 GA HANGER WIRE BY OTHERS, NOT BY HUNTER DOUGLAS, TYPICAL

HANGER WIRE AT 48" O.C. SPACING MAX., TYP.

DETAIL 2

TORSION SPRING PANEL FACE

CROSS TEE

EDGELINE AT TORSION SPRING CEILING

PROJECT: EDGELINE PRODUCT SPECIFICATIONS
DRAWING NUMBER: EDGELINE-A1.1
SCALE: AS SHOWN
DRAWN BY: HD ENGINEERING
DATE: 2/21/19

SPECIFICATIONS
MATERIAL: EXTRUDED ALUMINUM, THICKNESS VARIES
FINISH PAINT | POWDER COAT | LUXACOTE
PERFORATION: NOT AVAILABLE

EXTRUDED ALUMINUM, THICKNESS VARIES

MATERIAL:

FINISH:

PERFORATION:

UNLESS NOTED OTHERWISE