**EX-1 CLIP INSTALLATION**

**PROJECT:** EDGELINE PRODUCT SPECIFICATIONS

**DRAWING NUMBER:** EDGELINE-A1.6

**SCALE:** AS SHOWN

**DRAWN BY:** HD ENGINEERING

**DATE:** 2/21/19

---

**EX-1 CLIP NOTE:**

EX-1 CLIP SLIDES ON INSIDE TRACK(S) OF EDGELINE TRIM. USE 2 #10 SCREWS, PROVIDED BY OTHERS, TO FASTEN TO RIGID SUSPENSION. CEILING SUSPENSION SYSTEM VARIES.

---

**SPECIFICATIONS**

(Unless noted otherwise)

**MATERIAL:** EXTRUDED ALUMINUM, THICKNESS VARIES

**FINISH:** PAINT | POWDER COAT | LUXACOTE

**PERFORATION:** NOT AVAILABLE

---

**INSERT INTO TO EDGELINE BOSS FIRST & THEN ROTATE INTO BOTTOM BOSS**

**SLIDE INTO POSITION THEN TIGHTEN PHILLIPS HEAD SCREW TO SECURE CLIP**

**USE 2 MIN #10 SCREWS TO FASTEN CLIP TO GRID**

---

**SECTION 'A'**

**SCALE:** 1:1

---

**1-1/2" DRYWALL MAIN TEE SHOWN, OTHER SUSPENSION SYSTEMS SIMILAR, TYP.**

---

**EX-1 CLIP INSTALLATION**

**PROJECT:** EDGELINE PRODUCT SPECIFICATIONS

**DRAWING NUMBER:** EDGELINE-A1.6

**SCALE:** AS SHOWN

**DRAWN BY:** HD ENGINEERING

**DATE:** 2/21/19