2' X 2' FACTORY-ASSEMBLED ACCESS DOOR

SECTION 'A'
SCALE: 3" = 1'-0"

MIN #10 (3/16") DIA. SCREW OR BOLT, 2 PER SIDE, 4 TOTAL, BY OTHERS, TYP.

FRAMING ON NON-HINGE SIDE

MIN 20 GA GALV. STEEL FRAMING DESIGNED AND PROVIDED BY OTHERS, NOT BY HUNTER DOUGLAS, TYP.

2' X 2' FACTORY-ASSEMBLED ACCESS DOOR

SURROUNDING CEILING

SECTION 'B'
SCALE: 3" = 1'-0"

MIN #10 (3/16") DIA. SCREW OR BOLT, 2 PER SIDE, 4 TOTAL, BY OTHERS, TYP.

MIN 20 GA GALV. STEEL FRAMING DESIGNED AND PROVIDED BY OTHERS, NOT BY HUNTER DOUGLAS, TYP.

2' X 2' FACTORY-ASSEMBLED ACCESS DOOR

SURROUNDING CEILING

SPECIFICATIONS
(MATERIAL: .032" | .040" ALUMINUM BOX 6 PANEL | .040" ALUMINUM UNIVERSAL CARRIER FINISH: PAINT | POWDER COAT | DECORATED WOOD FINISH | LUXACOTE PERFORATION: NON-PERFORATED | #160

PROJECT: EXTERIOR LINEAR BOX 6 PRODUCT SPECIFICATIONS DRAWING NUMBER: EXT-BOX-6-ACCESS-DOOR-ATTACHMENT SCALE: NOT TO SCALE DRAWN BY: HD ENGINEERING DATE: 2/22/19

All rights reserved. This drawing is the property of CertainTeed Ceiling & Wall Products, which reserves all rights thereto. It may not be copied or multiplied, in whole or in part, without written approval. CertainTeed Ceiling & Wall Products shall not be liable for any damages resulting from the use of such drawing.