TERMINUS FIN PERIMETER TRIM
Wall Angle & Terminus Trim

Fine Perimeter Trim provides a unique architectural cloud trim solution for edge termination of suspended ceiling elements (clouds, peninsulas, transitions to drywall).

FEATURES AND BENEFITS
• For use with acoustical lay-in ceilings, Fin Trim offers an alternative aesthetic to traditional straight edge trim
• Constructed with sturdy extruded aluminum
• Double grooved channel for additional strength
• Available in white, black, and all standard Ecophon colors. Custom colors available upon request
• Factory-mitered corner kits available

SYSTEM COMPONENTS

PROFILES

LEED® v4

LEED® is a registered trademark of the U.S. Green Building Council.

Customer Support | certainteed.com/ceilings | 800-233-8990
TERMINUS FIN PERIMETER TRIM

Wall Angle & Terminus Trim

<table>
<thead>
<tr>
<th>TERMINUS FIN PERIMETER TRIM</th>
<th>Description</th>
<th>Color</th>
<th>Length (in)</th>
<th>Height (in)</th>
<th>Face (in)</th>
<th>Recycled Content PRE*</th>
<th>Recycled Content POST*</th>
<th>Recycled Content TOTAL*</th>
</tr>
</thead>
<tbody>
<tr>
<td>FIN STRAIGHT</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TTFE WHT</td>
<td>Fin Terminus Cloud Perimeter Trim</td>
<td>White</td>
<td>120”</td>
<td>2”</td>
<td>5-3/4”</td>
<td>11%</td>
<td>34%</td>
<td>45%</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>TERMINUS FIN PERIMETER TRIM</th>
<th>Description</th>
<th>Color</th>
<th>Length (in)</th>
<th>Height (in)</th>
<th>Face (in)</th>
<th>Recycled Content PRE*</th>
<th>Recycled Content POST*</th>
<th>Recycled Content TOTAL*</th>
</tr>
</thead>
<tbody>
<tr>
<td>FIN CORNERS (MITERED &amp; WELDED)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TTFEIC WHT</td>
<td>Fin Inside Corner</td>
<td>White</td>
<td>12”</td>
<td>2”</td>
<td>5-3/4”</td>
<td>11%</td>
<td>34%</td>
<td>45%</td>
</tr>
<tr>
<td>TTFEOC WHT</td>
<td>Fin Outside Corner</td>
<td>White</td>
<td>12”</td>
<td>2”</td>
<td>5-3/4”</td>
<td>11%</td>
<td>34%</td>
<td>45%</td>
</tr>
</tbody>
</table>

*Maximum recycled content. Recycled content varies by manufacturing plant.
All pieces include splices and twist clips for installation. Additional splices and twist clips available for order.
Ecophon Colors are available. Additional colors are available upon request. Custom lengths available upon request.
Additional angled corners available upon request. Fin cannot be curved.

PHYSICAL DATA

MATERIAL
Extruded aluminum

FACE DIMENSION
5-3/4”

SURFACE FINISH
Fully Painted

PROFILE HEIGHT
2”

WARRANTY
10-year Limited Suspension Systems warranty increases to 15 years when installed with CertainTeed ceiling panels.
Full warranty information can be found at certainteed.com/ceilings.