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STANDARD TRIMS AND ACCESSORIES

INSTALLATION ACCESSORIES PRODUCT NAME COLOR USE

1015T4___ 4" x 96" x 3/4" Trim Veneer Finishes
4" perimeter trim; each 96" trim piece includes one (1) 3" Alignment 
Splice Plate (C-101) and four (4) 90 Degree Perimeter Trim Brackets 

(C-116) for trim installation

1025T6___ 6" x 96" x 3/4" Trim Veneer Finishes
6" perimeter trim; each 96" trim piece includes one (1) 3" Alignment 
Splice Plate (C-101) and four (4) 90 Degree Perimeter Trim Brackets 

(C-116) for trim installation

1005T8___ 8" x 96" x 3/4" Veneer Finishes
8" perimeter trim; each 96" trim piece includes one (1) 3" Alignment 
Splice Plate (C-101) and four (4) 90 Degree Perimeter Trim Brackets 

(C-116) for trim installation*

1105T2___ 2" x 96" x 3/4" Solid Wood 
Finishes

2" perimeter trim; each 96" trim piece includes one (1) 3" Alignment 
Splice Plate (C-101) and four (4) 90 Degree Perimeter Trim Brackets 

(C-116) for trim installation*

1105T4___ 4" x 96" x 3/4" Solid Wood 
Finishes

4" perimeter trim; each 96" trim piece includes one (1) 3" Alignment 
Splice Plate (C-101) and four (4) 90 Degree Perimeter Trim Brackets 

(C-116) for trim installation*

1105T6___ 6" x 96" x 3/4" Solid Wood 
Finishes

6" perimeter trim; each 96" trim piece includes one (1) 3" Alignment 
Splice Plate (C-101) and four (4) 90 Degree Perimeter Trim Brackets 

(C-116) for trim installation*

* �Alternate suspension system mounted trim installation with Perimeter Clips (CTSPC-2) available,  
consult with your Technical Sales Specialist or Project Manager for more information

LAY-IN GRILLES

INSTALLATION OPTIONS CONFIGURATION OPTIONS

HORIZONTAL BLADES HORIZONTAL

Solid Wood Solid Wood

VERTICAL

Veneer Veneer

UNDERSTANDING ITEM NUMBERS

To specify or order a specific 
product, include the 4-digit  
Item Number followed by the 
2-character Configuration Code 
and the 4-character Color Code.

Example: To order the 2' x 2' panel for 15/16" grid in Basswood 
Solid Wood with a Clear Finish with Horizontal Blades, the item  
number would be 9205  H1  WBAO

�T

�T
Item numberColor Code

Configuration Code

�T

VERTICAL BLADES

15/16" Grid

15/16" Grid9/16" Grid

8 Blade (V3)10 Blade (H1) 12 Blade (H2) 8 Blade (H3) 12 Blade (V1)

9/16" Grid

STANDARD PRODUCT CONFIGURATIONS

NUMBER  
OF BLADES

BLADE  
WIDTH  

(in.)

BLADE  
DEPTH  

(in.)

PANEL  
WIDTH  

(in.)

PANEL  
LENGTH  

(in.)

VENEER LAY-IN GRILLES,  9/16" GRID

HORIZONTAL 
BLADES

9335H3 8 2-1/4" 3/4" 24" 24"

9340H3 8 2-1/4" 3/4" 24" 28"

VERTICAL 
BLADES

9335V3 8 3/4" 2-1/4" 24" 24"

9340V3 8 3/4" 2-1/4" 24" 48"

NUMBER  
OF BLADES

BLADE  
WIDTH  

(in.)

BLADE  
DEPTH  

(in.)

PANEL  
WIDTH  

(in.)

PANEL  
LENGTH  

(in.)

VENEER LAY-IN GRILLES,  1/16" GRID

HORIZONTAL  
BLADES

9325H3 8 2-1/4" 3/4" 24" 24"

9330H3 8 2-1/4" 3/4" 24" 28"

VERTICAL  
BLADES

9325V3 8 3/4" 2-1/4" 24" 24"

9330V3 8 3/4" 2-1/4" 24" 28"

NUMBER  
OF BLADES

BLADE  
WIDTH  

(in.)

BLADE  
DEPTH  

(in.)

PANEL  
WIDTH  

(in.)

PANEL  
LENGTH  

(in.)

SOLID WOOD LAY-IN GRILLES,  9/16" GRID

HORIZONTAL  
BLADES

9215H2 12 1-1/2" 1/2" 24" 24"

9220H2 12 1-1/2" 1/2" 24" 28"

VERTICAL  
BLADES

9215V1 12 1/2" 1-1/2" 24" 24"

9220V1 12 1/2" 1-1/2" 24" 48"

NUMBER  
OF BLADES

BLADE  
WIDTH  

(in.)

BLADE  
DEPTH  

(in.)

PANEL  
WIDTH  

(in.)

PANEL  
LENGTH  

(in.)

SOLID WOOD LAY-IN GRILLES,  15/16" GRID

HORIZONTAL  
BLADES

9205H1 10 1-1/2" 1/2" 24" 24"

9210H1 10 1-1/2" 1/2" 24" 28"

VERTICAL  
BLADES 9210V1 12 1/2" 1-1/2" 24" 24"



INSTALLATION EXAMPLES PHYSICAL DATA

MATERIAL
Fire-retardant composite wood or
solid wood blades; hardwood plywood,
solid wood, or extruded aluminum
backers; solid wood or aluminum dowels

WEIGHT
2.0 – 4.0 lbs./sq. ft. (typical system weight)
Varies by Configuration and Material

FIRE CLASS
Veneered Products:
ASTM E84 (Class A) and CAN/ULC-S102
Flame Spread: 25 or less
Smoke Developed: 450 or less

Solid Wood Products:
ASTM E84 (Class C) and CAN/ULC-S102
Flame Spread: 200 or less
Smoke Developed: 450 or less

Class A Fire-retardant coatings and
treatments are available for solid 
wood components.

SEISMIC INSTALLATION
See installation details for seismic area
installation information. Per IBC the
maximum system weight for ceilings
installed with Acoustical Suspension
Systems in Seismic Design Categories
C, D, E, and F is 4.0 lbs./sq. ft. when
referencing ICC-ES ESR-3336. System
weights greater than 4.0 lbs./sq. ft.
may require local Professional
Engineering services.

APPLICATION CONSIDERATIONS
Wood panels must be acclimatized for
72 hours prior to installation. Maintain
relative humidity between 25% and 55%
and temperature between 50°F and 86°F
(10°C and 30°C) for the life of the product.

Wood is a natural material with varying 
grain and color characteristics. 
Characteristics may vary from panel to 
panel. For a more uniform appearance, 
consider reconstituted veneer options.

VISUAL CONSIDERATIONS
Surface Finish: clear or tinted topcoat 
with 20% sheen

WARRANTY
Full warranty information can be found 
at certainteed.com/warranty.

LAY-IN GRILLES
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